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Die Schilder der ChangeFix-Serie vereinen zwei der wichtigsten Vor-
teile einer wegweisenden Innenbeschilderung: hochwertiger und 
schicker Look in Edelstahl- und Glas-Optik und schnellstmöglicher 
Wechsel der Beschriftungseinleger. 
Das Schild besteht aus 
   zwei Glasscheiben (therm. gehärtet) mit 2 bzw. 4 Lochbohrungen,
   einem bzw. zwei ca. 1 mm dicken Streifen aus Lexanfolie (Glas-
breite x 30 mm) am oberen und unteren Rand, um die beiden 
Scheiben auf Abstand zu bringen,

   je nach Ausführung einer bzw. zwei Edelstahl- oder Aluminium-
blenden (Glasbreite x 30 mm).

   zwei bzw. vier Edelstahlschrauben.
Durch den Au�bau kann der Beschriftungswechsel denkbar simpel 
ohne Einsatz eines Werkzeugs erfolgen – einfach seitlich einschie-
ben und fertig! 
Neben den angebotenen Standardformaten können mit diesem Sys-
tem auch größere Übersichtsschilder mit mehreren Einschüben 
übereinander realisiert werden. 
Passende Beschriftungseinleger werden im letzten Kapitel „Be-
schriftungseinleger und Befestigungsmaterial“ angeboten.

ChangeFix
ChangeFix

The ChangeFix series signs combine two of the key benefits of 
ground-breaking interior signage: a high-quality and chic look in 
stainless steel and glass optics, and the fastest possible change 
of labelling inlays.
The signs consists of
   two tempered glass panes with two or four bores,
   one or two approx. 1mm thick stripes of Lexan foil (glass width x 
30 mm) at the upper and lower edges to create a gap between the 
two panes, 

   one or two stainless steel or aluminum covers (glass width x 30 
mm).

   two or four stainless steel screws.
The construction makes it easy to change the labelling inlays 
without the use of a tool - simply insert it sideways and you’re 
done!
In addition to the standard formats offered, this system can also 
be used to create larger overview signs with several inserts on 
top of each other.
Matching labelling inserts can be found in the last chapter „La-
belling Inserts and Mounting Material”.
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Art.-Nr.
Edelstahlblende

Art.-Nr.
Aluminiumblende

Format mm Einleger (BxH) mm Anzahl 
Schildhalter

Art. No.
stainless steel panel

Art. No.
aluminum panel

Format mm Insert (WxH) mm Number sign 
holders

109.013.A 109.013.AA 150 x 100 150 x 70 2

109.003 109.003.A 150 x 150 150 x 120 2

109.303 109.303.A 150 x 150 150 x 90 4

109.328 109.328.A 150 x 180 150 x 120 4

109.315.H 109.315.HA 150 x 210 150 x 150 4

109.315.B 109.315.BA 210 x 150 210 x 90 4

109.316 109.316.A 210 x 210 210 x 150 4

109.320.B 109.320.BA 297 x 210 297 x 150 4

109.320.H 109.320.HA 210 x 297 210 x 237 4


